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AMERICAN FITTINGS Corporation
®

Since  1946

Industrial SPEC-gradeSize Range: 1/2 - 3/4” 
Types S, SO, STO, SJ, SJT, SJTO, and SVO Portable Cords
Product Series: NMCG Connectors Speci�cation Grade
Material: Type 6 Nylon UV Stabilized UL 95VO Rating

  

E101868

Cord Grips Non-Metallic Nylon

Compliances:
UL 514B
NEMA Standard FB1 
Temperature Range: -30° to 105°C
Temperature Range Short Term: 150°C
Flame Resistance: UL 94-VO

CUL to CSA Standard C22.2 No.18

Environmental Rating: IP68 • NEMA 4X Watertight

RoHS Compliant
REACH Compliant

UNSPSC 39121431

t

UNSPC 39121431

Features:

Low Pro�le Design with Domed Top Sheds Liquids

NMCG cord grips also provide mechanical strain relief as well as a liquid-tight seal. They are NEMA 4X 
raintight and watertight construction for outdoor use. Unique high-quality neoprene compression grom-
met covers a large cable range, reducing the number of dedicated cable range �ttings required.

Body and Compression Nut: Type 6 Nylon
Color: Grey
Grommet: Oil Resistant Neoprene
Material is UV Stabilized

Watertight cord grips that terminate and protect conductors 
from mechanical damage due to vibration and movement.  

A neoprene bushing seals out oils, coolants, water, dust, and 
other abusive agents.  NCG Cord Grip Connectors may be used 
with types S, SO, STO, SJ, SJT, SJTO, and SVO portable cords. It 
provides a true bend radius for all portable cords.

Optional Locknut Nut & Sealing Washer Available
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Options: Available 
Sealing Washer & Locknut

NPT Threads

NMCG50-1 1/2”  .170         .260  1.968” .590”  .945”
NMCG50-2 1/2”  .236         .472  1.968” .590”  .945”
NMCG75-1 3/4”  .250        .480  2.007” .590” 1.299”
NMCG75-2  3/4”   .472        .709 2.007” .590” 1.299”
NMCG100-1 1”   .470        .680  2.401”  .748” 1.653”
NMCG100-2 1”   .669        .984 2.401”  .748” 1.653”
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